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Water supply tube 
must be centered 
with the hole.

Ø 2" (51 mm) 
Max Hole in Wall

Water Supply 
Tube

Spout Installation Information

Finished Wall

Pipe must be rigidly
anchored to the wall.

For threaded installation, 1/2"
NPT pipe must extend 1-1/4" 
(32 mm) beyond the finished wall.

For slip-fit installation, 5/8" OD
tube must extend 1-1/4" (32 mm)
beyond the finished wall.

We reserve the right to make revisions without notice in the design of products or in packaging unless this right has specifically been waived at the time the order is accepted.

Questions? Problems? For additional assistance, please contact KALLISTA’s Customer
Service Department at 1-888-4-KALLISTA (1-888-452-5547) or kallista.com.
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FEATURES
 ● Solid brass construction for durability and 
reliability

 ● Wall-mount installation with slip-fit and NPT 
threaded connections

 ● Complements the Taper collection

Taper™ Wall-Mount Bath Spout
P24814

SPECIFIED MODEL
Model Description Finishes

P24814-00 Taper Wall-Mount Bath Spout  � CP   Polished Chrome  � AD   Nickel Silver  � AG   Brushed Nickel  � GN   Gunmetal

CODES/STANDARDS APPLICABLE
Specified model meets or exceeds the following:

 ● ASME A112.18.1/CSA B125.1




